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Engineering Data (Loadbreak) 
Catalog Number  

7559AL8299 7559AL8499 7559AL8399 
A 3.78 3.78 5.08 
B 18.17 18.17 23.85 
C 18.04 18.04 23.19 
D 9.56 9.56 11.97 
Max Voltage Rating 8.3KV 8.3KV 3 Phase 15.2KV 
BIL 95KV 95KV 125KV 
HIPOT 34KV 34KV 40KV 
Corona Extinction 11KV 11KV 19KV 
Continuous Current Rating 160A 160A 160A 
Momentary Current Rating 10,000 RMS 

10 cycles 
10,000RMS 

10 cycles 
10,000RMS 
 10 cycles 

Load Make & Break 1Phase 20 operations 
at 200A 

20 operations 
at 200A 

10 operations 
at 200A 

Fault Close Rating (Fused) 10,000A 
RMS 

10,000A RMS 10,000A RMS 

Engineering Data (Non-Loadbreak) 
Catalog Number  

7559AN8599 7559AN8499 7559AN8399 
A 3.78 4.88 4.88 
B 12.65 18.25 21.05 
C 13.04 18.11 20.65 
D 7.23 9.95 10.80 
Max Voltage Rating 8.3KV 15.2KV 21.1KV 
BIL 95KV 125KV 125KV 
HIPOT 34KV 40KV 50KV 
Corona Extinction 11KV 19KV 26KV 
Continuous Current Rating 160A 160A 160A 

 
ECI, ERMCO Components Inc. 
1607 Industrial Road 
Greeneville, TN 37745 
Phone: 423-638-2302  Toll Free: 877-267-1855 
Fax: 423-638-9380 
 

 
 
 
New Product Bulletin 
 
Angle Flange Dry Well Fuse Holder 
 ERMCO Components Incorporated (ECI) introduces the 
Angle Flange Dry Well Fuse Holder. The new Angle 
Flange allows the fuse holder to be mounted at a 35° 
angle from horizontal. This saves valuable space within 
the pad mounted transformer. 
 
A summary of the various design data for the complete 
fuse holder in both Loadbreak and Non-loadbreak 
designs with the Angle Flange is shown in Table 1. 
 

Table 1: Angle Flange Dry Well Fuse Holder Engineering Data 

 

Non-Loadbreak 

Loadbreak 
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